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CONTROL HDMI 1.2 COMPUTER IN 1

» Compliance with EU Directive RoHS"! “1 UUSB-B

: : : : RoHS is the acronym of "Directive
» Reduction of resin usage in production 2011/65/EU of the European USB-A

MIC

Use of hot runners in molds for making upper housing in Parliament and of the Council of 8
order to reduce mill ends. June 2011 on the restriction of the LAN
» Reduction of CO2 emissions use of certain hazardous substances AUDIO IN 1
Carton volume has been cut down to 75%2, reducing CO2 in electrical and electronic equipment".
emissions during transport. 2 § AUDIO OUT
» Power saving mode engaged during standb Compared to Hitachi G A100 ulfra
9 gag 9 Y short throw projector on the basis of AUDIO IN 2
» Eco mode one carton box.
Eco mode provides power saving. VIDEO GUMPUTER N2/ MDN”’UR UUT
=

—Design and specifications are subject to change without notice.

* The projected images and comparison photos in this catalog are simulations.

* LCD panels, polarizers and other optical components and cooling fans may need replacement after prolonged usage. For more details, please consult a Hitachi sales representative.

* Do not use in places where there is a lot of water, dampness, steam, dust, soot or tobacco smoke. This may result in fire or malfunction.

+ Optical components (lamp, LCD panel, polarizing plate, PBS [polarizer beam splitter]) have limited service lives. They must be repaired or replaced if they are used for a long period of time.

* These projectors use a mercury lamp with high internal pressure. Because of its properties, this lamp may burst with a loud noise or burn out if struck or after it has been used for a period of
time. The time until it bursts or burns out varies greatly according to differences between lamps and usage conditions. Turning the lamp’s power on and off frequently shortens its service life.

* Optical components other than the lamp: If the projector is used for six hours or more per day, they may need to be replaced in less than a year.

+ LCD panel: If the projector is used continuously for six hours or more, its replacement cycle may be shortened.

» Do not turn projector on again for ten minutes after shutdown. Neglect can shorten the lifetime or the lamp. During use and immediately after use, do not touch anywhere near the lamp and
the vents as these parts are extremely hot.

+ Windows®, Windows Vista® and Internet Explorer® are tr
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Project visual

Technology that delivers details in bright environments.

Hitachi's original image processing technology enhances high-definition video in real time*.
Using this technology, you can enjoy high-definition images without losing the color information
of the original image, and project high-definition video in classrooms, lecture halls, large

meeting rooms, and other bright spaces.

beauty in real time.

“1,920x1,200pixels at 60fps

HDCR (High Dynamic Contrast Range)

When average projectors are used in bright rooms, the darker colors of an image deteriorate and images become unclear.
Using this function, blurred images caused by room lighting or outside light sources are corrected, and an effect similar to increasing contrast

occurs. This results in clear images even in bright rooms. * Comparison photos are simulations.
Dark room HDCR Bright room HDCR HDCR

HDCR + ECO Mode

Turning HDCR ON and activating ECO Mode
achieves a brightness with a look and feel close
to Normal Mode while suppressing lamp
brightness to the ECO Mode level and cutting
electricity consumption up to approximately 30%.
This results in clear images even at Normal mode.

* Comparison photos are simulations.

/-

Dark parts are obscure. Dark parts are clear. (Distinct)

HDCR + ECO Mode HDCR + ECO Mode

The entire image appears dark. Dark parts of the image are clear.

ACCENTUALIZER

Hitachi original technology makes ACCENTUALIZER

pictures look more real by D
enhancing (1) Shade, (2) Sharpness
and (3) Gloss to make pictures as
clear as pictures on a flat-panel
device. You can also adjust the
effects by three levels according to
your surroundings so that the colors
of projected images are the actual

colors of the objects they represent.
* Comparison photos are simulations. Original image Increased Shade, Sharpness, and Gloss

DICOM?® Simulation Mode

The DICOM (Digital Imaging and Communications in Medicine)
Simulation Mode projects grayscale images which approximate
DICOM Part 14 specifications. This mode is ideal for viewing
grayscale medical images, such as X-rays, for training and
educational purposes.

The projectors have a DICOM (Digital Imaging and Communications in Medicine) Simulation
Mode. This mode simulates the DICOM standard, which is a standard applicable to digital
communications in medicine, and is useful for displaying medical images such as X-rays.
These projectors are not medical devices and are not compliant with the DICOM standard, and
neither the projector nor the DICOM Simulation Mode should be used for medical diagnosis.

* Comparison photos are simulations.

Normal Mode . DICOM Simulation M&ie

* The above images are representations of the effects and differ from actual images.



Various Installability and System
Features for Various Uses
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CP-AX2503
CP-D27WN |« 71cm
CP-X4022WN |« 240cm

2.0m (80")
screen

Reduced Glare and Shadows

These projectors feature Ultra Short Throw, for projecting a 2m(80 audience. The audience also has a clearer view because the shadows
inches) image from only 51.7cm(20.4inches) * onto a wall or screen. of the teacher’s or presenter's hands and body are minimized.
Ultra Short Throw greatly reduces glare form the projector’s light The result is a better classroom or meeting room experience for
source, making it easier for the teacher or presenter to see the everyone.

* For CP-AX2503/CP-AX3003/CP-AX3503. CP-AW2503/CP-AW3003 are 549cm(21.6inches).

Powered Focus and Perfect fit

Equipped with powered focus and
Perfect fit with which the position
of four corners and four sides of a
projected image can be adjusted. _
With the remote controller at : ast  Nes

AR sJunnd LAEEE T | . |
hand, you can adjust focus and = S P e o i il S ‘
the position of an image. (DProjector install (@Focus adjustment (3Size and Position adjustments

(Projector install) (Perfect fit)
2 HDMl input 16W Internal Speaker

Equipped with 2 terminals for the
current widely-used interface.

Equipped with a 16W speaker and microphone
terminal that allow you to comfortably make
presentations using content with sound or
using a microphone.

7 £ Front Use

In multifunction spaces, meeting rooms,
and other places where mounting on a
wall or ceiling is not possible, you can
place the projector on a desk or on the
floor to quickly and easily project an
image 60 to 100 inches.

Wall

The wall mount
ensures that the
exactly the right po
horizontally, and fine adjustments can be made to
each axis independently.

Do not attempt to install the
projector yourself. Have
your dealer or service center
handle all Installation work.

Table

The optional tab
(option) allows t

vertically. You ca

image down ont



Various Network Features

Wireless Capability (Option) Easy WLAN Connection

Connect a projector to a computer using the optional USB wireless ~ Searches available wireless networks and displays the list of SSIDs
adapter. The adapter supports IEEE802.11 b/g/n. when used in Infrastructure mode. You can select an SSID to
connect to from the list.

Access
Point 1

Access Point 1 1))
Access Point2 1)
Access Point3 1)

- . / - | /
2 < \ / i 3 \ /
" DS 1 S Access Point Scan List
- - i
AN =
_—
=~

Point 2

N
. Access
~——

Access

Without an access point Point 3

With an access point

Convenient Networking Multi Projector

Manage and control multiple You can project the same image to up to 12 projectors

projectors over your LAN S ey, simultaneously. This is useful for meetings and lectures in large
with Centralized Reporting, / venues where a single screen would not be sufficient.
Scheduling, E-mail Alerts,

and My Image (Image ~-._1f ~-._1f - -
Transfer). “

LAN & -
<7
...... projector12
Administration Room
I[;)TojectorS
Easy Schedule Setting

Schedule functions can be operated
automatically by setting up this menu.

st

~——

EVENT SCHEDULE

MONDAY to FRIDAY

08:00 POWER ON
INPUTSOURCE COMPUTER IN 1

12:30 INPUTSOURCE HDMI 1

17:00 POWER OFF

Moderator Control Mode

Setting one computer from the multiple computers (up to 50) that are
connected to the projector as the moderator (host) makes it possible for

the moderator to project from all the computers (Clients).
* Moderator Control Mode supports LiveViewer 6 (Windows application) only.

nComputeﬂ
‘\/ (Client) Moderator
(Host)
MComputerQ
‘\/ (Client)
.ComputerS
% ‘\/ (Client)

(7
- ﬁ . J
N ‘ ‘{/ ‘ - . Projector

' Computer4
(Client)

Smart Device Control

Plugging the USB wireless adapter to the projector and using the
dedicated free online application developed by Hitachi, projectors
can be controlled from a tablet or smartphone.

-

* See the Hitachi website for details http://www.hitachi.cojp/proj/en/apps/pj_connection.html
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CP-AW2503

WXGA 2,700lm

WXGA 3,300lm

4

CP-AW3003

series

Ultra Short Throw

—_ " / —_— " / S—_— ' /

CP-AX2503 CP-AX3003 CP-AX3503
XGA 2,700lm XGA 3,300lm XGA 3,600im
ImageCare
Saver Mode Intelligent Eco Mode

This feature developed by Hitachi reduces the projector lamp
brightness and consumption power, resulting in considerable energy
savings. Set the Saver mode time from 1 to 30 minutes, and if the
projected image does not change in that time, Saver mode
activates. Saver mode can also be activated manually.

Saver Mode

This feature developed by Hitachi automatically changes the brightness
of the lamp according to the level of the input signal. Lamp
brightness is reduced when a darker image is projected, and returns
to normal when a brighter image is projected, eliminating unnecessary
energy consumption from the lamp.

During a presentation using the screen.

Turn dark the screen with the remote control while the presenter speaks. The screen automatically turns dark when not in use during group discussions.

Ensuring High Reliability and Stability

Easy Maintenance

Hybrid Filter

3LCD chips with

The Hybrid Filter has an electrostatic design
with hybrid protection filter layers, protecting
the optics from dust, dirt and chalk particles. It
also has a longer life than previous filters, so
the projector requires less frequent
maintenance.

operation possible.

.

The Hybrid Filter requires less frequent
maintenance and cleaning, making longer

Inorganic Alignment Layers

These Hitachi 3LCD projectors incorporate
three LCD panels with inorganic alignment
layers that are extremely light resistant,
increasing brightness and contrast ratio. They
ensure smooth images and high reliability.

LCD (HTPS)






